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Proximity Sensors 
Type designations 

control units Safety Classification 
Report–No.: Certification Status 

Model Name Type Designation ISO 13849-1 IEC 62061 

440N-G02055, 440N-G02058 
440N-G02059, 440N-G02060 
440N-G02061, 440N-G02077 
440N-G02083, 440N-G02085 
440N-G02090, 440N-G02091 
440N-G02097, 440N-G02098 
440N-G02099, 440N-G02109 
440N-G02113, 440N-G02117 
440N-G02119, 440N-G02123 
440N-G02136, 440N-G02137 
440N-G02143, 440N-G02149 
440N-G02164,  

MSR30, 
MSR126, 

MSR127, 
MSR131, 

MSR142, 
MSR144, 

MSR300 Series, 

GSR CI, GSR SI, 

GSR DI, GSR 
DIS 

440R-N23197, 440R-N23198, 
440R-N23120, 440R-N23119, 
440R-N23118, 440R-N23129, 
440R-N23128, 440R-N23127, 
440R-N23135, 440R-N23135S, 
440R-N23134, 440R-N23133, 
440R-C23139, 440R-C23139S, 
440R-C23137, 440R-C23136, 
440R-G23216, 440R-G23215, 
440R-G23214, 440R-C23205, 
440R-W23219, 440R-S13R2, 
440R-S12R2, 440R-D22R2, 
440R-D22S2,  

Cat. 4 / PL e SIL 3 968/FSP 1378.00/18 Valid 

CR30 440C-CR30-22BBB PL e SIL 3 
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Proximity Sensors 
Type designations 

control units Safety Classification 
Report–No.: Certification Status 

Model Name Type Designation ISO 13849-1 IEC 62061 

440N-G02001*1, 440N-G02002*1, 
440N-G02003*1, 440N-G02004*1, 
440N-G02008*1, 440N-G02009*1, 
440N-G02013*1, 440N-G02014*1, 
440N-G02015*1, 440N-G02019*1, 
440N-G02022*1, 440N-G02023*1, 
440N-G02028*1, 440N-G02032*1, 
440N-G02033*1, 440N-G02038*1, 
440N-G02040*1, 440N-G02041*1, 
440N-G02043*1, 440N-G02044*1, 
440N-G02045*1, 440N-G02048*1, 
440N-G02049*1, 440N-G02075*1, 
440N-G02082*1, 440N-G02088*1, 
440N-G02089*1, 440N-G02092*1, 
440N-G02093*1, 440N-G02094*1, 
440N-G02095*1, 440N-G02096*1, 
440N-G02112*1, 440N-G02118*1, 
440N-G02147*1, 440N-G02154*1, 
440N-G02155*1, 440N-G02156*1, 
440N-G02157*1, 440N-G02160*1, 
440N-G02161*1, 440N-H02047*1, 
440N-H02086*1, 440N-H02087*1 

MSR30, 
MSR126, 

MSR127, 
MSR131, 

MSR142, 
MSR144, 

MSR300 Series, 

GSR CI, GSR SI, 

GSR DI, GSR 
DIS 

440R-N23197, 440R-N23198, 
440R-N23120, 440R-N23119, 
440R-N23118, 440R-N23129, 
440R-N23128, 440R-N23127, 
440R-N23135, 440R-N23135S, 
440R-N23134, 440R-N23133, 
440R-C23139, 440R-C23139S, 
440R-C23137, 440R-C23136, 
440R-G23216, 440R-G23215, 
440R-G23214, 440R-C23205, 
440R-W23219, 440R-S13R2, 
440R-S12R2, 440R-D22R2, 
440R-D22S2,  

Cat. 4 / PL e*1 SIL 3*1 968/FSP 1378.01/18 Valid 

CR30 440C-CR30-22BBB PL e*1 SIL 3*1 

*1:  This sensor has only one output contact. One single channel sensor per guard can only achieve PL c / SIL 1. Two single channel sensors per guard could
achieve PL e / SIL 3. 

Revision: 
Date Rev. Description / Changes Author 

2018-06-29 1.0 Initial creation, based on Report-No.: 968/FSP 1378.00/18 jz/A-FS 

2018-09-17 1.1 Single channel sensors added, based on Report-No.: 968/FSP 1378.01/18 jz/A-FS 
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